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Safety Instructions

3

This camera is not designed for continuous recording or streaming of live 
events.  This camera is designed to record motion or passive infrared (PIR) 
events to a Micro SD card which can then transfer video events to the 
Vyanet Mobile or VMS application for viewing.

The camera battery is built into the camera and is non-replaceable
To charge the camera, the included solar panel is the preferred method 
of charging. Only the included solar panel is approved for solar 
charging. If a direct current (DC) charger must be used, a high quality 
5V USB charger should be used.
The battery should only be charged in an environment with tempera-
tures of 32°F to 113°F.  The camera should only be used in temperatures 
of -4°F to 140°F.
The USB-C charging port should be kept dry, clean, and free from 
debris.  The USB-C power should also be covered when installed using 
the included silicone plug.
Do not charge, use, or store the battery near any ignition sources, such 
as open �ame or heaters.
If the camera battery begins to generate an odor, generates heat, 
disforms, discolors, or appears abnormal in any way then the battery 
should be removed and the charge to the camera immediately 
stopped.
If the battery is removed, follow the local waste and recycling laws to 
properly dispose of the battery.
For �rst use, the battery should be fully charged.
For charging, always use the included cables to avoid a charging failure.  
Using non-approved cables presents a safety risk to the user and 
camera.



Camera x 1 with
32GB Micro SD Card

Package Contents

 Solar Panel x1

 Drill Hole Position Template x1

USB-C Cable x1

Screw kit x1
（For Camera）

User Manual x1

 Solar Panel Bracket x1 Screw kit x1
（For Solar Panel ）

Waterproof silicone cover for
camera charging port x1
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Camera Overview

1 Antenna

4 Camera Lens

7 Passive Infrared
(PIR) Sensor

Solar Panel Bracket

2 LED indicator

5 Infrared LEDs
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USB-C Port

3 Spotlight

6 Microphone

9 Solar Panel

Micro SD Slot

Power ON/OFF

Reset button

Speaker
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Add Device with Mobile Device Application

To ensure a smoother video experience on your smart phone, it is 
recommended that your smart phone meet the following speci�cations:  

iOS: version 11 or higher.

Android: 5.0 or higher, using a device with a Graphics Processing Unit 
(GPU).

Before You Get Started

Scan the QR code below to download and install the Vyanet APP from 
APP Store (for iOS ) or  Google Play (for Android ). 

Note: Vyanet recommends frequently checking for updates in the 
mobile device store to ensure your application stays current with feature 
and security updates.
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VYANET Mobile App



Connecting Camera to Wi-Fi

1. Open the Vyanet App and sign up for a Vyanet Account.  If an account 
already exists, please sign in with those credentials.

2. Remove the silicone cover on the back of the camera and �ip the 
power switch to “On”.

Warning: The silicone cover needs to be 
secured tightly before use to avoid water 
from entering the camera housing. If 
water enters the camera housing, poten-
tial damage to the camera will occur.

Wi-Fi connection
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Email address

Password

Sign Up

Forgot Password

Sign In

Accept Privacy Notices and Terms of Seervice



3. Mobile phone connection to the network.

Wi-Fi

Wi-Fi

Wi-Fi

xxxxx_2.4G
xxxxx_5G

Settings

MY NETWORKS 2.4 GHz 
5 GHz �

4. Follow the steps below: 

Tap to add a device  

Add Device

<

Scan the QR code

Search in LAN

Manually add

My Device
1 2
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Scan QR Code
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Please scan the QR code located 
                  on your device：

Scan QR Code

Model: XXX
FCC ID:XXXXXIC:12558A-XX

S/N:FIAI1403000001 UID:XXXXXXXXXXX

FHD Wireless IP Camera

Please scan the QR code located 
                  on your device：

<

Device flashes red

Next

Make sure the indicator is 
blinking red

I have heard “Waiting for 
Wi-Fi configuration”

Next

Open the silicon cover on
the back of the camera
housing.  Flip the switch
to the “On” position.

Add Device
4

Add Device
5
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Note:  Please keep the camera lens and the QR code at the same height. 
The camera should remain focused on the QR code for 5-10 seconds with 
minimal movement. Once successful, a voice prompt will sound 
indicating  “Wi-Fi Connecting”  and, if successful, another prompt will say 
“Wi-Fi Connection Succeeded”.

Wi-Fi con�guration

Keep the device and mobile phone 
close to the router

XXXXX_2.4G 

Wi-Fi Password

Con�rm

The ideal scan distance is: 
4-6 inches (10-15 cm)

Configure Wi-Fi Connection

For Wi-Fi con�guration, 
please point the QR Code
directly at the camera.

6
Add Device

7

15CM

10-15 cm

4-6 inches

8

90°
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For Wi-Fi configuration, please point the
QR Code directly at the camera.

Wi-Fi Connection
<

I have heard the voice prompt 
“Wi-Fi Connecting”

Next
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My Device

Vyanet_camera
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Please do not exit this app or 
turn off the device during this 
process (requires
approximately 2 minutes to
complete)

Add Camera
<

Connecting to Wi-Fi...

20%
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Save

Set name

Garden

Living Room

Device added successfully
Please set the device name:

Doorway Corridor

Garage

Kitchen

Balcony Bed Room

Garden
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Save the QR code
Save the camera’s QR code to the mobile device photo
album to help re-add in the future.



Camera Login

New camera username

Re-enter new camera 
password

New camera password

Submit

Garden
Garden
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Note: If the process of adding a camera 
fails, please reset your camera and try 
adding again with the above method.
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NOTE:
1. If a moving object approaches the passive infrared (PIR) sensor 
vertically, the camera may fail to detect motion as this angle is not ideal 
for the sensor.
2. If using Pan and Tilt, this could also change the detection angle away 
from 10° to use a non-optimal camera angle.

Di�erent states of the LED indicator:  

Install the Camera
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LED indicator   Description

Ready for Wi-Fi con�guration

Connecting to router

The blue light �ashes slowly Connecting to server

The blue light is always on Connected to the server

The blue light �ashes three 
times quickly and one slowly Charging in sleeping status

The red light �ashes slowly

The blue light �ashes quickly

All indicator lights are o�

Blue & red lights �ash quickly

Blue & red lights are always on Battery fully charged

Firmware upgrading

Camera is turned o� or is
in standby

Install the camera 7-10 feet (2-2.5 meters) above the ground.  This 
height maximizes the detection range of the passive infrared (PIR) 
sensor.
For better motion detection, install the camera angle with a downward 
tilt of 10° pointed at the desired location.



It’s recommend to fully charge the battery before mounting the camera 
outdoors.

When using a USB power adapter, it is suggested to only use the 
USB-C cable included with this camera package. Other USB-C cables 
are not recommended.

To charge the battery with a USB 
power adapter (not included), a 
high quality 5V/1A adapter is 
needed.

Mounting Height:
7-10 Feet

PIR Detection Distance:
6-30 Feet

10°

Mount the Camera
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Option A:



Charge the battery with the 
included solar panel and mount.

1. Use the drill hole position template to mark the mount holes into the 
desired installation location. Using a drill, drill holes at a diameter just 
large enough to �t the included expansion nuts into all holes.

. 264

Anchors

1 2

3

First screw the position 1&2
Second hang on the PTZ and adjust
Last lock the screw in position 3

2. Mount the bracket with the screws provided in the package.
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Option B:



1. Please select a position with the most sunlight throughout the year for 
your solar panel. The solar panel only needs a few hours of direct sunlight 
to su�ciently power your camera daily. The amount of energy that the 
solar panel can produce is a�ected by weather conditions, seasonal 
changes, geographic locations, etc.

2. Mount the bracket with the mounting template and the screws 
provided in the package.

The Ideal Angle = The Local Latitude + 5°

Installing the Solar Panel

3. Slot the solar panel into the bracket and make sure it's secure.
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5. Connect the solar panel to the camera with the included USB-C cable.

Important Notes:
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4. Loosen the mounting arm nut so the solar panel mount can be adjust-
ed. Once loose, adjust the angle of the solar panel so that the �at plane of 
the solar panel points towards direct sunlight.  Once an optimal setting is 
found, tighten the arm to secure the mount angle.

1. Make sure there are minimal sunlight obstructions to the solar panel 
during most hours of the day. Any sunlight obstructions to the solar 
panel will decrease the overall e�ciency of the solar panel. 
2. Please do not install the solar panel in a full horizontal orientation. 
Doing so will allow dust or debris to accumulate which will decrease the 
e�ciency of the solar panel.  It is advised to always have a slight tilt on 
the solar panel.
3. Wipe the solar panel regularly to remove the dust or debris.



Connecting your Camera to a Computer

Vyanet VMS

Add the IP Camera
1. Open Vyanet VMS, and enter Vyanet Cloud credentials or create a local 
administrator account within Vyanet VMS.
2. Tap the "+" icon on the Vyanet VMS and follow the setup wizard to add 
your camera.

�
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4. Connect the USB-C port on the camera to the solar panel or USB power 
supply using the supplied USB-C cable.  When installing, a small click will 
be heard or felt which will indicate there is a watertight seal on the 
connection.

5. Please use the included USB-C charging cable to avoid any potential 
charging issues or potential camera damage.

Vyanet VMS is software for use on a Windows or a MacOS computer.  This 
software does not require the need for additional plug-ins to operate.  
Vyanet VMS for Windows can be downloaded at
https://www.vyanet.com/software. For Vyanet VMS for MacOS, the 
Apple App Store can be used to download and install.

Note:  Vyanet VMS will be updated at regular intervals.  Please check on 
occasion when using to ensure this application remains current.



Important Information
Camera Username & Password
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Note:  To ensure you have the latest version of this setup guide, or any 
other Vyanet products, please visit https://vyanet.com/software to 
receive the most up to date revisions available.

The camera username & password are used to access and manage your 
camera. Having a strong password can signi�cantly improve the security 
of your camera.

If you have forgotten either of them, please press the "Reset" button.

Press the “Reset” button on the 
back of the camera and hold for 3-5 
seconds to factory reset.  A “Reset 
Succeeded” voice prompt will be 
heard when successful.



Replacement of Storage Media

Micro SD card

Purchase a new 16GB or
greater Micro SD card

Insert the USB card
reader into a computer

Insert new Micro SD card into a
Micro SD to USB card reader

(only supports FAT32 )

1 2

3

Format the Micro SD Card to FAT32

4

Run the FAT32 tool
downloaded

5

Vyanet Format
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Your camera supports event storage through the Micro SD card slot 
found on the back of the camera.  The Micro SD card needs to be format-
ted to FAT32 to be used.

Note:  Always use caution when format-
ting any drive. Check to always ensure 
the correct drive is selected. Not select-
ing the correct drive when performing a 
format will result in permanent data loss.

Download a FAT32 format tool 
or use the Vyanet FAT32 Format 
Tool found here:
https://vyanet.com/software



ALL data on disk: F: will 
be erased, are you sure?

Con�rm Cancel

Warning

7

9

Computer
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Vyanet Format ×

Choose the SD card:

Accept Terms of use

Terms of use

Format

2019 (c) Euport BV

F:\

∨ 1

2

3
3

6

Format ready

OK

Vyanet Format

×8

10 11



Safety Tips

Do not use in high
temperature locations

Do not expose
to open �ame

Do not use unapproved
USB-C cables

Do not use in low
temperature locations

Keep all contents
away from children

Only use the
supplied screw packs

Product Speci�cations

WLAN frequency range

Maximum transmission power

Wireless Standard

Power Supply

2412MHz - 2472MHz

< 16dBm

IEEE802.11b/g/n (2.4GHz)

DC 5V 1.0A 5W 

+ -

Do not puncture
or crush battery

+ -

Do not dismantle
battery pack

+ -

+
-

22



If your camera is not turning on, please try the following solutions:
1. Make sure the power switch is turned on.
2. Charge the battery with a USB 5V/1A power adapter. When red and 
blue lights are on at the same time, the battery is fully charged.
3. Use a USB 5V/1A power adapter to fully charge the battery. A blue light 
indicates that the battery is charging. If a blue light does not appear, 
leave the camera charging for a longer period and eventually the blue 
light will begin to appear.
4. If after attempting to charge for several hours and the blue charging 
led remains unlit, please contact Vyanet SOCWorks at
socworks@vyanet.com.

If you cannot scan the QR code on your phone, please try the following 
solutions:
1. Wipe the camera lens with a dry paper towel or tissue.
2. Vary the distance between the camera and mobile device to see if 
increasing or decreasing the distance helps scan the QR code better.
3. Try to scan the QR code using better lighting.

If the camera fails to connect to Wi-Fi, please try the following solutions:
1. Verify the Wi-Fi network connecting to is broadcasting at 2.4GHz.
2. Ensure that you have entered the correct Wi-Fi password.
3. Place the camera closer to the Wi-Fi source router or access point.
4. Change the encryption method of the Wi-Fi network to WPA2-PSK/
WPA-PSK (safer encryption) on your router interface.
5. Change your Wi-Fi SSID or password and make sure that SSID is within 
31 characters and password is within 64 characters.
6. Set your password using only the characters available on the keyboard.
7. If still unable to connect the camera to Wi-Fi, please contact Vyanet 
SOCWorks at socworks@vyanet.com.

Troubleshooting
Camera is Not Powering On

Failed to Scan QR Code on the Phone

Failed to Connect to Wi-Fi During Initial Setup Process
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www.vyanet.com

Vyanet Operating Group, Inc.

410 SW Columbia St, Ste 120

Bend, OR 97702

(844) 4-VYANET

socworks@vyanet.com

(844) 4-VYANET

For a more detailed install guide, 

please refer to the Vyanet S1

Install Guide which can be 

accessed using this QR Code.VYANET S1 Install


